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i. SUMMARY

This paper presents a study of the behavior of a material

for electric contacts with a published composition of 82.5 Ag,

15 MoS_2 5C th slide-s n a slip ring m.ad.e.. .f..pure_.s.ilver.

in regard to friction and wear in an ultrahigh vacuum without a

current. The tests were conducted according to the three orien-

tations of the material's structure in order to determine the

effect of the direction of friction on it.

The results :are greatly diversified. Friction parallel to

the structural lines and perpendicular to the direction of pres-

sure results in less wear and wear that is reproducible. These

phenomena appear to originate due to flaws in the material's

manufacture.

2. INTRODUCTION

In view of the spatial uses of the brush of an electric

contact, a sintered material was developed. In accordance with

the European Space Research Organisation (ESRO) and European Space

Tribology Labora to'ry [ESTLý] the LSRH [Swiss Laboratory of Hor-
logical Research] was commissioned to study the behavior of this

material in an ultrahigh vacuum without a current during thb effect

of friction and wear. Considering the material's structure, it

was interesting to study the effect of orientation on mechanical

performance. The results of these tests are presented in the

following pages.

3. EXPERIMENTAL PROCEDURE

The test material is a sintered composition obtained by
pressure molding with a composition of 82.5 Ag, 15 MoS 2, 2.5 Cu.
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* It is to be used for making electric contact brushes for spatial

applications. The tests took place in an ultrahigh vacuum by

rubbing against a pure silver slip ring.

3.I. Preparation of materials

351.1. Brushes

The brush materiallwas supplied by the ESTL in the form of

3 disks 31-mm in diameter and 4 mm thick. Its structure is

shown in Fig. i. Three orientations were used for situating the

brush relative to the slip ring. The brush's direction being

perpendicular to the friction surfaces, a direction had to be

selected parallel to the pressure direction and also two others

that were perpendicular to each other (Fig. 2).

Actually, there was no difference in the material's structure

W in the two directions (2'and 3) perpendicular to the pressure.

Thus, friction was taken perpendicular to the textural lines in

position F21 and parallel to them in position [j , as the

graphic representation of the orientations, direction of friction-

and direction of pressure in Figures 3, 4 and 5 show. The indi-

cated friction is the value and the direction of the I

movement of the slip ring relative to the brush. In the following

one the brushes are marked according to their positions W ,

or and according to the sample (disk) of molded material

from which they were made: , or 0. As Fig. 6 indicates,

the brushes were cut from the test material for almost all of the

tests. Only the brushes for the repeated tests on sample 0 in

position j1, having used up a great deal of material, were cut

from other batches of the sample, but always in position -1.

The brushes were welded onto a brass support. Then they

were polished

Won emery paper 320, 400, 600,

then by diamond 16, 6, 3., 1 [1m,

5



0 which gives a CLA [expansion unknown] roughness according to

orientation:

brush [I 0.27 Im CLA

brush 2 0.20 im

brush n3 0.22 ýtm

3.1.2. Slip rings

The brushes? sliding partners !were supplied to the LSRH by

Precious Metals S. A., Neuchatel. These are silver disks 50 mm

in diameter, 5 mm thick, with a purity of 999.9% that have been

shaped and annealed. 'One new disk per test was provided..',,

Ten disks were issued.

After being polished and cleaned, they were attached

mechanically to the support.

Polishing: emery paper 400, then 600

AI203 3,m

Resulting roughness: 0.065 [tm CIA.

3.2. Experimental conditions

Three samples of the material were tested in the three

positions without an electric current.

The slip ring disk was set into rotation. The brush was

attached and applied with a force of 2.0 N on the flat part of

the disk.

The diameter of the friction path is 40 mm.

The linear velocity is i m/s, or a rotational velocity of

480 rpm.

0
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Work environment: all of the tests were conducted in an

ultrahigh vacuum, the pressure always remaining within 10-±0 and

io-9 Torr.

The brushes and slip rings were cleaned before the tests in

a Soxhlet device with a 1:1- solution of toluene and butanol.

The planned duration was 240 hours, or 6,912,000 turns, or

864 km covered.

The measurements taken during the tests:

- coefficient of dynamic and static friction (by the force of the

reaction on the brush),

- pressure in the chamber,

- rotation speed,

- number of turns covered,

W - brush wear (by the length •wornou-t).

Measurements taken after the tests:

- cross section and examination of the worn surfaces of the

brush and slip ring,

- hardness of the materials,

- examination of the structures of the brushes and slip rings.

3.3. Description of the tests

An initial test with a brush $ J was made in order to

check the installation and to be prepared for all the possibili.4

ties. It was repeated in the efficient procedural fashion

instituted during all initial tests. The results were very close

and thus it appeared that reproducibility had been obtained.

Tests of brushesQ I , then Lj followed, giving

wear two and six times greater, respectively, thahf o0r the -

7



first two tests 0 l Brush Q has so worn o~t

that the test was discontinued on the 7th day.

The program continued, sample after sample and position after

position. All of the tests were cut short because of wearing out

early. The results were so diversified that it seemed useful

to try a brush Q ID again. This time the wear was differ-

ent again.

4. RESULTS

4.1. Coefficients of friction

The coefficient of static friction was measured several

times per test. Table i gives the values of it as well as the

respective durations of the tests. It shows that the static

Sfriction greatly diminished during wear.

The coefficient of dynamic friction was recorded permanently

during the tests. The accuracy of the measurement is on the

order of +0.01. Since this parameter was the occurrence of

rapid important :oscillations of + 10 to 15%, only the mean

friction at the point in time of the measurement were retained.

These values are shown on Figures 7-10.

It follows from these curves that the friction starts by

increasing on a wide scale (on the average it was multiplied by

3) during the first hours of the test. Since wear then adjusts

the surfaces between them, the actual contact areas are more

important and roughness appears, stabilizing the friction at

higher values.

Then friction tends to diminish during the test, while

* wear increases. It is subject to rapid variations dub to rota-

tion and to important fluctuations due to the inhomogeneity of the

8
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* brush material, as becomes apparent from the curves. Neither the

brush's orientation nor its original sample seem to affect the

coefficient of dynamic friction, which always remains between

0.12 and 0.3 after wear.

4.2. Wear

Table 2 and Fig. ii represent the wear of the different

materials as well as two parameters that-might have affected the

test: the hardness ;of the brushes and the slip rings. !Some-of

the brushes were greatly worn; others, very little.

In order to be able to compare these results, only wear

determined for 1O turns was shown in Fig. ii, a value that all

of the tests were at leastable to achieve.

Measuring the brushes' wear by weight was a very delicate

* procedure because of the formation of rough edges and wear

grooves, while linear wear permitted measurement throughout the

test (Figures 12-14) and resulted in a sufficiently precise total

wear value.

The inspection of the wear debris revealed (nothing due to

their small dimensions.

If the brushes are greatly worn, on the other hand the slip

ring disks will only be deformed on the surface; the matter is

displaced, not removed, as it appears on the recordings of the

cross sections (Figures 15-25).

4.2.1. Variations

Table 2 and Fig. 1i show the differences in behavior during

considerable wear. The wear of the brushes varies from 34 to

912 [im/iO6 turns, or a variation of from I to 27.
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* Key to Table 2:

A - Total number of operation hours

B - Number of turns made x 10 4

C - Wear observed on the brushes, in ý±m

D - Wear groove of the brush (the distance between the
maximum and minimum relief), in •m

E - Groove of the slip ring disk (distance between the
maximum and minimum relief), in pLm

F - 'Hardness 'of the slip ring disk, HV0 ,3' in daN/mm2

G -:Hardnes- of the brush, HVo. , in daN/mm2
3 6

H - Wear groove of brush, in [Lm/iO turns

I - Wear groove of slip ring, in kim/iO6 turns

J - Total wear of brush, in pm/iO6 turns

By the same token, the relief of the wear grooves (the dis-

* tance in ILm between the most prominent and the deepest parts of

the surface, calculated for 106 turns) is very variable: 'from

i to 13 for the brushes and from i to 16 for the slip ring sur-

face.

4.2.2. Effect of orientation

The main goal of these tests was to study the effect of

the brush's orientation oP behavior during friction and wear in

order to determine the best position for use. Despite an apparent

dispersion of the results, certain elements stand out.

The recapitulatory table given below shows no matter how

the mean wear is calculated for a particular position, a single

classification can be established. Position F3 , where friction

is in the direction parallel to the material's "grains " V .

:on their section,_has great regulakity' of behavior. The

minimum/maximum ratio is only 1.7. The mean wear is the least

and the maximum represents wear of 2.0.10-5 mM3 /m.

12



STable 3. Mean wear of brushes for each position.

Brush 1' IMean Wear of brUsh j-ean

,,-,,ear-wear-
p/ t0 urns g -2

.O~i -

41.

Position Coto i 0 3 345 "245---. 250

El J - _ _468

Position 0 51:2 1 . / -- "1 --.5

o2o D 91 . . .. ..152---..

l ( L •fl 289.

Pos"ition 2

I 3J(2) 28 -167 228 -

Position [ , where the friction is parallel to the --grains,

of the material on their surface, gives more irregular results:

from i to 1i, with a higher mean.

Position , where the friction, parallel to the direction

of pressure, is perpendicular to the r"grains"'of texture. on their

section, shows very great variations - from i to 18 - and a mean

even higher than that for position W .

Assuming that the coefficients of friotion are identical for

the 3 brush positions, one can say that position R3 gives

the best results.

13



* 4.223. Effect of sample

Calculating the mean observed wear, like in 4.2.2., but

this time as a function of the sample, one obtains:

Sample ® : mean 1 1429 [m/i06 turns

mean 2 132 bm/106 turns

mean 260 Ppm/i0 turns

0 : mean 536 Pm/106 turns

The values go from i to 4, while for orientation (•) the

means only vary from i to 1.5.

Slight differences in the material's preparation (Chapter 5)

caused important deviations in the behavior, except for in orien-

tation W of the brush, which was not sensitive to these

. differences.

4.2.4. Development of wear as a function of time

Figures 12, 13 and 14 represent these variations. The

regularity in brushes 13j is found again. Moreover, the effect

of structural changes that are translated here into changes in

inclination are observed here for the coefficients of friction as

well as for wear.

4.2.5. Wear grooves

Table 2 and Fig. ii show that the depth of the grooves on

the brush and slip ring are often very similar, as might have

been expected. These values vary less than the total wear values,

but remain slightly related without being proportional.

* 4.2.6. IHlardnesses

14



* 4.2.6.1. Brushes

On Table 2 and Fig. ii it appears that'hardness of the brushes

depends not on orientation (F-1 ), but rather on the sample:

gample i HV0.3 = 38.4 daN/mm *

Sample 2 •= 35.7 daN/mm2
Sample W0. 3 = 35.4 daN/mm2

* i daN = 10/9.81 kgf

These values partially explain the superior mean wear life

of the brushes made from sample

4.2.6.2. Slip rings (Fig. ii and Table 2)

One value is completely different from the others: the

Shardness of the slip ring used in test No. 3 of brush Q 1
is 61.6 daN/mm2 , while the mean of the others is 42.6 daN/mm2

The unpolished face of the slip ring tdisks has a mean hardness

of 50.3 daN/mm2 .

These Important differ-ences originate from the shaping of

the slip rings' faces. The disks provided were shaped and

annealed; polishing completely removed the layer transformed by

shaping (hardening by cold hammering). The slip ring of test

D R 1 3 had already been used for another test, it was shaped,
polished, but not annealed, resulting in the raised hardness of

the surface layer, which might explain the greater wear of the

brush for this test than for the other tests ( ID •

5. ANALYSES AND EXPLANATIONS OF BEHAVIOR

* 5.1. Characteristics of brush material

15



@ 5.1.1. Hardness

The important differences in wear and hardness according to

the sample from which the brush was made led us to believe that

the method by which the vacuum was obtained, baking at 300°C for

4 hours, might have transformed the material being studied. In

order to check this hypothesis, the hardnesses of the brushes from

unfinished disks as well as those of parts of the disks that were

baked in an oven in a vacuum-for -4hours-at 300°C were --

measured.

Table 14. Hardnesses HV0 3 in daN/mm2 of brush materials.

Tabl4. ardnesse Ho 30

SUnfinished I.4J<hours! BrU~Shes~

35,4 38,5 38,4

35,2 35,4 35,Y71

Sample Q was certainly transformed by the treatment;

this is what explains the difference in the hardness of brushes

Q and, probably, their superior behavior during wear.

5.1.2. Ghemicalfcomposition and density

The chemical composition of the raw materials of the samples

was determined by two methods with a relative precision of 2' o/oo,

one by atomic absorption spectrometry, the silver being calculated

by the difference, and the other based on the potentiometric

titration of silver. Table 5 shows the synthesis of these two

* methods. It also shows the values of the measured densities,

practical and theoretical, that correspond to the determined

16



composition as well as the porosity brought out by the difference

between the two densities mentioned above.

Table 5. Composition of brush materials.

~ I

Ag % it 90V8 90,7 90,2

Cu% , by• vbight) 2,3 2,5 2,7

MOS2 % 6,9 6,8 7,1

Theoretical 9768.4de<8nsity < i•.,- 9,*67 9,68 9,64

Actual 7densiiy 8,87 8,77 8,62

jforosity % 8,3 9,4 10,6

An important difference between the sample's actual compo-

sition and the.-published composition can readily be seen on this

table. The percentage of MoS 2 is more than two times less than

the specified 15%. There is little difference for copper. Thus,

there is a greater percentage of silver present.

The variations in composition from one sample to another

are no more important than those observed between different parts

of the same sample. The values presented above are the mean

values of the proportions encountered for each piece analyzed.

The systematic variation in wear from one sample to another

seems to be explained by differences in porosity, which are of

exactly the same order as those in wear.

0 Small differences in porosity, around 30% in this case,

appear to cause considerable differences in the material's total

coherence.

17



This does not show up in the measurements of hardness of the

unfinished disks, since the stamp, which hardly causes more than

a "grain" in the material, only squashes the material, unlike

friction, which tears it off.

5..13. Microphotographs

Micrographs of the brushes and the unfinished samples were

taken in order to explain the differences in behavior.

As Figures 26 and 27 :show, major flaws were found. These

are parts made up entirely of silver; they were flattened out by

the*pressure. They are more than a millimeter in diameter

perpendicular to the pressure and often they are more than 0.25

mm thick.

These spots, having hardness greatly inferior to that of the

rest of the material (Fig. 26), can result from the silver being

too goarsely ground before stamping, fromn too-much s-ilvgeror from

a poor mixture of powders.

During rubbing in the ultrahigh vacuum, this epure silver

unites with the slip ring, is rapidly tort off of the brush and

forms salient reliefs that make the rest of the bruch wear out

even more rapidly.

The uncertain presence of these spots in the three samples

lies at the root of the dispersion of the numerous results of

wear and of the variation in wear through time.

Only orientation 131 , which makes the rubbing parallel to

the structural "grains," offers friction that encounters these

spots along their smallest dimension, thus limiting their effect.

The size of the spot that comes in contact with the slip ring is

* more than 4 times larger in the two other orientations. Moreover,

this orientation attracts the "grains" of the material in the

18



direction in which they have the least coherence and the porosity

has the least effect.

5.2. Slip rings

The structure of the slip rings was also examined, as Fig.

27 shows. It is rather irregular; coarse grains are distributed

in a finer structure. This arrangement contributes to the dis-

persion of the results.

6. CONCLUSIONS

This detailed study makes it possible to confirm that brushes

of 90.6 Ag, 2.5 Cu, 6.9 MoS 2 give the best results from the

viewpoint of friction and wear when used in an ultrahigh vacuum

without an electric current rubbing against silver slip rings

* if they are used in the position named E . The results obtained

with the other two orientations can be affected too easily by

the material's irregularities.

19
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Directions

Fig. 2. POSITIONS OF BRUSHES IN SAMPLE

Fig. 35. ARRANGEMENT OF BRUSH IN POSITION[E

Fig. 1.ARRANGEMENT OF BRUSH'IN POSITION
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,.I 3j ;-itto

3I

Fig. 5. ARRANGEMENT OF BRUSH IN POSITION P1
the friction is parallel to the textural lines ("grains")

v31

_2

0 5

POSITION0

POSITION I"

Fig. 6. ARRANGEMENT AND DIMENSIONS OF BRUSHES RELATIVE TO

0 SURFACE OF SAMPLE
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BRUSH: - worn out surface SLIP RING: -worn out surface

W- wear groove -wear groove
- structure
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